
1. Unique identification code of the product-type:  YSLYQY / SY 300/500 V Multicore. 

     Range :     2 cores to 5 cores   -    0,50  to 70   mm
2                                                

                       6 cores to 18 cores   -   0,50  to 4   mm2   

                       19 cores to 48 cores   -  0,50  to 2,5   mm2   

2. Batch or Serial Number : M1 4515    XXYYZZ 

3. Intended use/es of the construction product: Supply of electricity in buildings and other civil engineering

 works with the objective of limiting the generation and spread of fire and smoke.

4. Manufacturer:

5. System/s of AVCP :    System 3. 

6. Approved body/ies:      NB2661.

7. Declared performance/s:

    Designated standard: BS EN 50575:2014 + A1:2016

8. The performance of the product identified above is in conformity with the declared performance (s)  

This declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, 

as its effect in the United Kingdom under the sole responsibility of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

Hakan KUBAŞ / R&D Manager
Dilovasi, 11.06.2021       

NPD                             

DECLARATION OF PERFORMANCE

 (DoP)  No. UK2021027

Reaction to fire: Release of dangerous substances:

Eca

ÜNTEL KABLOLARI SANAYI ve TICARET AS
Makine OSB. 6ncı Cad. No.4

41455 Dilovasi - Kocaeli-Turkey


